


 
 

 
Provides EP Lubrication – With further load 
increase and/or speed decreases, the region 
of boundary or extreme-pressure (EP) 
lubrication is reached, and metal-to-metal 
contact occurs.  Under these conditions a 
solid film lubricant like ALMASOL® is required 
for full protection of the metal surfaces.  

• 

• 
 

Reduces Friction & Energy – ALMASOL® 
provides a smooth, low drag surface to 
reduce friction and reduce consumption of 
electrical energy.  

 
 

        Graph 2 dramatically illustrates that 
ALMASOL®, incorporated into a gear oil 
provides EP lubrication and reduces friction.  
Using a test closely approximating the actual 
severe EP conditions normally experienced in 
gear unit applications, the 607 ALMASOL® 
Vari-Purpose Gear Lubricant oil temperature 
was 50°F to 120°F cooler than ordinary 
commercial grade gear oil temperatures.  

 
 

ALMASOL® Outperforms Other Solid Lubricants 
 

 ALMASOL Molybdenum Disulfide Graphite Fluorocarbon (PTFE) 
 

Maximum Service 
Temperature1 

1900°F 
(1038°C) 

650°F (343°C) 800°F 
(426°C) 

500°F 
 (260°C). 

     
Load Carrying 
Capacity, psi2 

400,000 400,000 80,000 5,000 

     
Acid Resistance Inert Some Some Inert 
     
Drawbacks None Oxidizes in air above 650°F (343°C) to 

form molybdenum trioxide, which is 
abrasive.  Tendency to build on itself 
and affect close tolerances.  Cannot 
tolerate hydrochloric and nitric acid – 
one or more chemicals often 
encountered in lubricant environments, 
especially where heat, water and air are 
present. 

Galvanic 
corrosion 
problems.  
Tendency 
to build on 
itself.  

No load-carrying capacity.  
Tendency to build on itself.  

1 & 2  All metal surfaces have high and low spots.  High points, called asperities, on opposing working surfaces meet 
under heavily loaded conditions.  Instantaneous contact temperatures of these asperities often exceed 1,000°F.  Also, 
pressures can occur above the 175,000 psi yield strength of steel.  
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